TO BE USED:

ALEXANDER RD STA. 0+13.20 TO 0+76.79

SOUTH COOK

STA. 5+17.63 TO 5+94.85
STA. 8+88.75 TO 8+89.00
*STA. 8+89.00 TO 9+39.00

RD +*STA. 10+61.00 TO 11+11.25
STA. 16+62.54 TO 20+73.15
STA. 24+88.66 TO 25+05.92
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PROPOSED RURAL SIDEROAD SUPERELEVATED TYPICAL SECTION

NOTE: FOR SUPERELEVATION TRANSITION

SEE SU
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PROPOSED RURAL SIDEROAD SUPERELEVATED TYPICAL SECTION

NOTE: FOR SUPERELEVATION TRANSITION
SEE SUPERELEVATION SCHEDULE

LEGEND

(5) PROCESSING LIME MODIFIED SOILS (12" MIN.)
(SEE GEOTECHNICAL REPORT FOR DEPTH OF PROPOSED
LUIME MODIFICATION)

+(10) HOT-MIX_ASPHALT SHOLLDERS, 8"
(ONLY AT LOCATIONS INDICATED)

(20) AGGREGATE SHOULDERS, TYPE B 6"

(2) HOT-MIX ASPHALT SURFACE COURSE, MIX “C", NSO, 2"

(22) AGGEGATE BASE COURSE TYPE A, 9"

% REMOVAL
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